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Audio Specifications
Frequency response :  20 Hz to 20,000 Hz
Built-in Speaker Maximum power output : 1W

Design and Specifications subject to change without notice.

Other Specifications

Cradle (Body)
Storage temperature -40° to 80° (Celsius)
 (-40°F to 170°F) (Fahrenheit)
Operating temperature 5° to 35° (Celsius)
 (41°F to 95°F) (Fahrenheit)
Dimensions (W/H/D) 78.2 x 138.5 x 37.4mm
 (Approx. 3 1/8 x 5 1/2 x 1 1/2 in.)
Weight 155g (Approx. 6 oz.)
Connection terminals (5.2V) DC power adapter
 CLIÉ I/F
 LINE-OUT
 GPS Antenna
 Connection adapter
Car Battery Adapter
Input 19W
Output  5.2 V DC, 3,000mA
Operating temperature  5° to 30° (Celsius)
 (41°F to 95°F) (Fahrenheit)
Dimensions 112 x 48 x 38 mm
 (Approx. 4 1/2 x 1 15/16 x 1 1/2 in.)
Weight 105g (Approx. 3 oz.)
Cord length 1.5m (Approx. 59 1/8 in.)
GPS Receiver
Location method All in view method
Max number of tracking satellite 8 satellites
Receive sensitivity Less than -130dBm
Receive frequency 1575.42MHz
GPS Antenna Micro strip planer antenna
FM Transmitter
Transmission range 2.4m to 3.0m (8 ft. to 10 ft.)
Frequency response 95.9MHz to 101.9MHz
Power Supply
Requirement 12V DC car battery (negative ground)
Input 19W
Output 5.2V DC, 3000mA
Fitting Kit
Dimensions (W/H/D): 40 x 88 x 59 mm
 (Approx. 1 5/8 x 3 1/2 x 2 3/8 in.)
Mass 75g (Approx. 3 oz.)

Car Cradle Ready Headunits MEX-5DI, CDX-MP70, CDX-MP30, 
 CDX-M730, CDX-M630, CDX-
 CA900X, CDX-CA720X, CDX-
 CA700X, CDX-CA705M, XR-CA630X,
 XR-CA430X, CD/MD changer control-
 lers from 2003

• Dock your CLIÉ in your car
• CLIÉ interface changes automatically, improving driver interaction
• Text-to-voice capability
• Reads back e-mail & schedule
• Plays audio from Memory Stick® media (not included) through car stereo
• UniLink™ interface capability with optional XA-CC1
• Rand McNally StreetFinder® C³ Travel navigation software
• GPS antenna included
• Mounting bracket & cigarette lighter adapter included
• Wireless FM transmitter included
• Supplied wireless card remote (RM-X136)

Compatible CLIÉ Models PEG-NX80V / PEG-NX73V / PEG-TG50
System Requirements
Operating System Microsoft® Windows® 98 Second Edition
 Microsoft® Windows® Millennium Edition
 Microsoft® Windows® 2000 Professional
 Microsoft® Windows® XP Home Edition
 Microsoft® Windows® XP Professional
CPU Intel® Pentium II® processor 400MHz or 
 more (Pentium III 500MHz or more is rec
 ommended)
RAM 96MB or more (128MB or more is recom
 mended,  256MB or more is recommended 
 for Windows XP)
Hard drive space 200MB (350MB or more is recommended)
Display High color or more, 800 x 600 dots or more 
 is recommended
CD-ROM drive
USB port
Pointing Device such as a mouse or touchpad

Other Requirements and System Operational Parameters
Requires internet connection and PC for route set-up.
Reads e-mail stored in the CLIÉ Mail.
Schedule must be synchronized with PC or direct input of data on the
Schedule application.
Memory Stick media is necessary to store audio content in your CLIÉ 
handheld.
Memory Stick media sold separately. Compatible with MagicGate 
Memory Stick (sold separately).
This product is Memory Stick PRO media compatible after software 
upgrade. Memory Stick PRO media features vary by and are dependent
upon the design of host hardware devices.

Supplied Accessories
Car battery adapter XA-DC5
Wireless card remote RM-X136
GPS antenna VCA-36
Software Installation CD-ROM
 Rand McNally StreetFinder® C Travel 
 Navigation software CD-ROM
 Rand McNally StreetFinder® C Travel 
 Navigation software User’s Guide
Parts for installation and connections, Operating instructions manual, 
Installation / Connections manual, End-User License Agreement, Limited 
Warranty Statement
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Line Level Output

GPS AntennaDC 5.2 VoltsCigarette lighter adapter

Attenuate (Tel Mute)

To UniLink in (Head Unit)

To UniLink RCA in (Head Unit)

XA-CC1 Connection Adapter (optional)

Note:
The voltage converter 
is built into the base 
of the cigarette lighter 
adapter.  Do not cut off 
the adapter plug and 
connect to 12 Volts.  
The car cradle will be 
damaged.

Computer Interface: The computer industry lacks standards, and therefore, there are a multitude of varying software packages and add-on hardware options. This device 
is not manufactured to any specific software, and Sony does not and cannot make any warranty or representation with respect to the performance of this
product with any particular software packages and/or non-Sony add-on hardware option except those mentioned in this document. Sony hereby disclaims any representa-
tions or warranty that this product is compatible with any combination of products you may choose to connect. While Sony representatives or Sony authorized dealers may 
be able to assist you and may make recommendations, they are NOT authorized to vary or waive this disclaimer. Purchasers must determine for
themselves the suitability and compatibility of the hardware and software in each and every particular instance. Some pre-installed software titles may not include full 
documentation. Software titles pre-installed on the Sony CLIÉ handheld are subject to change without notice.
©2003 Sony Electronics Inc. All rights reserved. Reproduction in whole or in part without written permission is prohibited. Sony, the Sony logo, CLIÉ, the CLIÉ logo, 
ATRAC3, Memory Stick, Memory Stick PRO, Remote Commander, and MagicGate are trademarks of Sony. The Sony CLIÉ handheld is independently manufactured by 
Sony Corporation. Pentium is a registered trademarks of Intel Corporation. Microsoft and Windows are registered trademarks of Microsoft Corporation. StreetFinder and 
Rand McNally are registered trademarks of Rand McNally & Company. All other trademarks are the property of their respective companies. Screen image is simulated. 
Features and specifications are subject to change without notice.


